L20 DOORS/SHUTTERS/HATCHES 
490 AUTOMATIC DOORS:

Company info: 

Besam (Manufacturing) Pte Ltd, 33 Ubi Ave 3 #03-52 Vertex Singapore 408868 

Tel: +65 6745 6228  Fax: + 65 6745 7322 

Email: info@besam.com.sg Web: www.besam.com.sg
Models:
PowerSwing1 Surface Mounted Door Operator), for one door leaf. Mounted onto a suitable transom by others. Door and frame by others. 
Dimensions: 

Operator to suit doors upto 1100mm per leaf.

Standard equipment:
Operator including normal installation to comply with BS7036. 
Cover type: Cover with PS-4C programme selector.
Cover finish: SAA or Besam powdercoat finish RAL ref: To be confirmed

Activation and control system:

Electronic control unit with plug-in connections and power supply.
R1 (directional) entry activator. 
R1 (directional) exit activator.

Safety device(s):

Eye-Tech Top Rail Safety Device. Sends out an infra red curtain so that the door

does not open or close against pedestrian traffic. To BS7036:1996 for doors in high

risk areas. Suitable for door leaf(s) upto 1100mm wide.
Finger Guard. To prevent finger traps in the hinge of the door.
Safety Barrier – where applicable to prevent cross traffic and body traps.
Please consult Besam (Manufacturing) Pte Ltd for details and quotation for project specific notes.

